AUTOMATIC DISINFECTANT DOSING SYSTEM POOL – WEEKLY SAMPLE LOG SHEET
	 
	 
	Dosing System Reading
	Manual Test Reading

	Date 
	Time
	Disinfectant 
(Free Chlorine)
	pH system reading
	Free Chlorine
	Total Chlorine
	Combined Chlorine
	pH
	Alkalinity
	Cyanuric Acid
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	PUBLIC POOL & SPA POOL CHEMICAL PARAMETERS FOR CHLORINATION

	TYPE OF POOL
	Minimum Free Cl2          (mg/L)
	Total Cl2         (mg/L)
	Combined Cl2                              (Chloramines)
	pH

	Alkalinity       (mg/L as CaCO3)
	Isocyanuric Acid             (mg/L)

	Outdoor
	1.0
	<10.0
	<1.0
	7.0 – 7.8
	80 - 200
	N/A

	Outdoor  (pH > 7.6)
	2.0
	<10.0
	<1.0
	7.0 – 7.8
	80 - 200
	N/A

	Outdoor stabilised with isocyanuric acid
	3.0
	<10.0
	<1.0
	7.0 – 7.8
	80 - 200
	< 50

	Outdoor stabilised with isocyanuric acid  (pH > 7.6)
	4.0
	<10.0
	<1.0
	7.0 – 7.8
	80 - 200
	<50

	Indoor
	2.0
	<10.0
	<1.0
	7.0 – 7.8
	80 - 200
	N/A

	Indoor (pH > 7.6)
	3.0
	<10.0
	<1.0
	7.0 – 7.8
	80 - 200
	N/A



	
Notes on modifying and completing the weekly sample log sheet

· This weekly sample sheet needs to be modified to suit your individual pool. There may be other parameters needed to be tested for general pool maintenance which are not required under the Public Health Regulations 2012 (e.g. salt, calcium). Blank columns have been left for these other parameters. 
· Refer to Council’s ‘Pool Water Testing Help Sheet’ for more information on chemical parameters and testing frequency.
· If the pool uses ozone in the treatment process, dedicate a column to record when the weekly test is completed and the result.
· A separate sheet should be used per pool or spa. 
· To record combined chlorine, calculate total chlorine minus free chlorine. It must be less than 1mg/L. 








